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To upgrade the new IP Terminals you must first have a TFTP server application running on the network the IP 
terminals are connected to. This can be an existing TFTP application on a customer server, or one running on your 
own laptop, while connected to the customer network. 
From the NEC NTAC obtain the latest firmware files for the IP Terminals. There will be three files as there are three 
types of IP Terminals.  
 
 
 
 
 
 
 
 
 

 
 

Create a new folder and copy the files to it. The new folder must be on the pc running the 
TFTP application. 

 

 
 
 

Start the TFTP application and direct it to the folder created above. 
 

    ` 
 
 
 

IP Station Upgrade Procedure

Economy (DT710) 

   
File: itlisipe.tgz 

Value (DT730) 

File: itlisipv.tgz File: itlisips.tgz

Place all three 
firmware files in 
the new folder. 

1. 

2. 

3. 

4. 

Create a new 
folder on the pc 

This example shows the 
application Tftpd32 which 
is freeware available for 
download from the 
internet. After selecting  
the folder with the 
firmware files, the 
application should be left 
running or minimized.  

Sophisticated 
(DT750) 
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Open the IP Phone Manager application 
 

 
 

Select the Download option 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

1. 

2. 

3. 

4.

1. Click on Search and 
the application will 
locate the IP Terminals 
on the network. Here 
you can confirm the 
current hardware and 
firmware levels. 

2. Place a check mark in 
the box for the IP 
Terminals to be 
upgraded. 

3. Click on the Connect 
button.  

4. A connect page will 
open showing the 
current status. Select 
Execute. 

5. Select Yes and the 
Status column will 
show OK for the IP 
Terminals. 

5. 

Chance the Command 
drop down menu to 
Download 
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Select the stations you wish to upgrade. 
 

 
 
 

The Download Occurs. Sit back and wait. 
 

 

Make sure TFTP is selected and 
enter the IP address of the PC 
it is running on. 

Leave this set to  
Boot&Program 

Select the download button to 
start the process and a confirm 
message will appear. Select Yes. 

Do not enter more than 
4 for Simultaneous 
Download. 

The Status column in the File 
Download page will provide 
real time updates as to the 
progress of the download for 
each IP Station selected. 

The IP Station itself will show a 
display status during download 
before rebooting and coming back 
on line with the new version. 

Finally a confirmation window will appear 
stating the process was complete. 


